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3SC7-F AC Contactor

W Application

3SC7-F AC Contactor applies to supply of AC 50/60Hz, rated voltage up to 660V. In AC3 use, under voltage of
380V, the rated current can be up to 630A. 3SC7-F and 3SR7 overload relay can be combined to form a motor
starter to protect the motor against overload and phase failure. The product is tested according to IEC609474.

The contactor features double breaking contacts. Arc distinguish chambers are used to quench the arc in
contactors of 32A and range above. The contactors below 32A can be mounted on DIN rail or by screw, and
up ones can only be mounted by screw.

M Specifications

Rated operation (KW) Controllable power of motor B
T - L = T = o
. ‘ | 380V | 660V 380V 660V 380V 660V
| 3SC7-F40 20 9 | 7 | 4 | 55 14 | 24
| 3SC7-F41 20 | 12 | 85 | 55 | 75 | 19 | 33 NO
| 3SC7-F42 30 | 16 | 125 | 75 | 11 | 35 | 6 NG
| 3SC7-F43 | 30 2 165 10 | 15 4 | 66 INO+INC
| 3SC7-F44 55 | 32 | 24 | 15 | 22 | 15 | 13 ONO+2NC
| 3SC7-F45 55 . 38 | 24 185 22 9 | 155
| 3SC7-F46 80 45 | 40 22 37 12 | 208
| 3SC7-FAT | 80 . 63 60 30 | 55 14 | 243
| 3SC7-F48 100 75 | 60 37 | 55 17 | 295
| 3SC7-F49 | 100 8 80 45 75 21 | 36
3SC7-F50 160 110 95 55 90 27 46.9
| 3SC7-F51 160 . 140 120 75 110 35 | 60 INCEING
| 3SC7-F52 200 . 170 | 160 90 | 150 = 38 66 P
| 3SC7-F53 210 205 165 110 160 50 86
3SC7-F54 300 250 230 132 220 58 100
| 3SC7-F55 | 300 | 300 @ 260 @ 160 = 250 66 | 114
' 3SC7-F56 400 . 400 = 380 @ 200 @ 355 @ 81 140
| 3SC7-F68 630 830 600 @ 335 560 160 | 278
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3SC8 AC Contactor

B Application

3SC8 AC Contactor is suitable for using in the circuits of AC 50Hz or 60Hz, rated insulating voltage 690V,
rated operating voltage up to 690V, rated operating voltage 380/400V in AC-3 type,rated operating current
up to 95A, for making,breaking,frequently starting & controlling the AC motor.Combined with the auxiliary
contact block,timer delay & mechanical interlocking device etc, it becomes the delay contactor,mechanical
interlocking contactor,star-delta starter. With the thermal relay, it is combined into the electromagnetic
starter. The contactor is produced according to IEC60947-4.The product is SEMKO certified by INTERTEK.

W Applicable standard
International Standard: IEC 60947-4-1

B Type and meanings

38C 80 0O
| Quantity of contacts indicated by numbers:
10 =3NO+1NO=<32A

01 =3NO+1NC=<32A

11 =3NO+1NO+1NC=40A
04=4NO(exclude 18A&32A)
08=2NO+2NC(exclude 18A&32A))

Basic current rate: indicated by amperage of le under AC-3 at 380V
- Design serial number

AC contactor code
SASSIN enterprise code

B Standard Control Circuit Voltages

Volts(V) | 24 36 48 110 127 220 240 380 415 440 480 500 600 660
50Hz B5 C5 E5 F5 G5 M5 U5 Q5 N5 Rs5 - S5 - Y5
60Hz B6 - E6 F6 G6 M6 U6 Q6 N6 R6 T6 - S6 -
50/60Hz B7 - E7 F7 - M7 - Q7 N7 R7 | - - - -
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