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Cutting tools

Hand Shears for Al / Cu cables

- one-hand operation
- not suitable for steel and hardened wires
- adjustable screw joint

- low effort required as a result of the good transmission ratio

- new cutting geometry

Tool Type Max diameter Length Weight

K-9505165 MHS-10 D=10mm 165 mm 1209

K-9511165 MHS-15 D=15mm 165 mm 21049

K-9511200 MHS-25 D=25mm 200 mm 34049

K-9516165 MHS-15-iso* D=15mm 165 mm 21049

K-9516200 MHS-25-iso* D=25mm 200 mm 34049

* insulated to 1000 V, VDE

Handle Cable Shears

- low effort required as a result of the good transmission ratio ”

- not suitable for steel and hardened wires =

- blades forged off special chisel steel

- easy and clean cut achieved as a result of new cutting geometry

- adjustable screw joint

Tool Type Max diam. Cutting Material Length Weight
surface max.

MH-20 MH-20 D=20 mm 120 mmj CU, AL 360 mm 6509

K-9511500 MH-27/1 D=27 mm 150 mmj CU, AL 500 mm 101049

MH-35 MH-35 D=35 mm 250 mm] CU, AL 540 mm 1900 g

MH-40 MH-40 D=40 mm 300 mm] CU, AL 770 mm 300049

MH-50 MH-50 D=50 mm 500 mm] CU, AL 790 mm 320049

MH-20-iso MH-20-iso* D=20 mm 120 mm] CU, AL 360 mm 67049

K-9517500 MH-27/1-iso* D=27 mm 150 mm] CU, AL 500 mm 1050 g

MH-35-iso MH-35-iso* D=35 mm 250 mm] CU, AL 540 mm 1950 g

MH-50-iso MH-50-iso* D=50 mm 500 mm] CU, AL 790 mm 325049

* insulated to 1000 V, VDE

Handle Cable Shears with extended arms

- low effort required as a result of the good transmission ratio

- not suitable for steel and hardened wires
- blades forged off special chisel steel

- easy and clean cut achieved as a result of new cutting geometry

- adjustable screw joint

Tool Type Max diam. Cutting Material Length Weight
surface max.

K-9521600 MH-27/2 D=27 mm 150 mm] CU, AL 600 mm 1850 g

K-9527600 MH-27/2-iso* D=27 mm 150 mm] CU, AL 600 mm 1900 g

* insulated to 1000 V, VDE

NCR mechanical cutter

- for Cu and Al conductors6cutting with one- or more- cables,

- not suitable for steel and hardened cooper wires
- hardened blades with microsection
- clean and easy cuts without bends

- low effort required as a result of the good transmission ratio andidealb | ad e s 6

- blades forged off special chisel steel

geometry

P
iy

Tool Type Max diam. Cutting Material Length Weight
surface max.

NCR-125 NCR-125 D=18 mm 120 mm| CU, AL 350 mm 5704

NCR-250 NCR-250 D=25 mm 240 mmj CU, AL 540 mm 14009

NCR-500 NCR-500 D=35 mm 500 mmj CU, AL 690 mm 2400 g
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NC mechanical cutter

-for Cu and Al condu-otnore-cdles utting
- not suitable for steel and hardened cooper wires

- hardened blades with microsection

- clean and easy cuts without bends

- low effort required as a result of the good transmissionratioand i deal bl adesd6 geometry
- blades forged off special chisel steel

Tool Type Max cutting Cutting Material Length Weight
diam. surface max.

NC-100 NC-100 D=18 mm 120 mm] CU, AL 320 mm 690 g

NC-250 NC-250 D=25 mm 240 mm)] CU, AL 600 mm 1800 g

NCT mechanical telescopic cutter

-for Cu and Al conduotmoe-sdles utting with
- not suitable for steel and hardened cooper wires

- hardened blades with microsection

- clean and easy cuts without bends

- low effort required as a result of the good transmissionratoand i deal bl adesd6 geometry
- blades forged off special chisel steel

- telescopic arms

Tool Type Max cutting Surface Material Length Weight
diam. max.
NCT-250 NCT-250 D=25 mm 240 mm] CU, AL 415-565 mm 220049

Mechanical telescopic lever cutter

-for Cu and Al condu-otmore-cdbless ut t i M
- not suitable for steel and hardened cooper wires

- hardened blades with microsection

- clean and easy cuts without bends

-l ow effort required as a result of
- blades forged off special chisel steel

- telescopic arms

- forged and changeable cutting head

- easy for transportation

good trans

n

Tool Type Max cutting Surface Material Length Weight
diam. max.

KW 102686 MH-26-Tele D=26 mm 150 mm] CU, AL 350-520 mm 13009

E-131-300 MH-31-Tele-iso* D=31 mm 150 mm] CU, AL 350-520 mm 20009

*insulated to 1000 V

One hand T mechanical ratchet cable cutter RS

-for Cu and Al condu-otmore-cdble; utti ng
not suitable for steel and hardened cooper wires

- hardened blades with microsection

- clean and easy cuts without bends

low effort required as a result of the good transmissionrati o an d
convenient ratchet mechanism

openinig possibility during each operation stage

- can be used in the case of small working areas

Tool Type Max cutting diameter Length Weight
RS-32 RS-32 D=32mm 240 mm 6009
RS-52 RS-52 D=52mm 280 mm 90049
RS-54 RS-54 D=54mm 310 mm 90049
K-9536250 RS-32-iso* D=32mm 240 mm 6309
RS-52-iso RS-52-iso* D=52mm 280 mm 9509
NZ-40 NZ-40 D= 300 mmj 360 mm 11009
NZ-325 NZ-325 D=32mm (240 mm] ) 250 mm 6509
NZ-400 NZ-400 D=400 mm]| 360 mm 1250 g
NZ-500 NZ-500 D=500 mm]| 410 mm 1650 g
Tool Type Max cutting diameter Length Weight
RSO-24 RSO-24 D=24mm (_otwarte ) 290 mm 800¢
RSO-32 RSO-32 D=32mm (_otwarte ) 330 mm 900¢
RSO-32-iso RSO-32-iso* D=32mm (_otwarte ) 330 mm 9304¢

* insulated to 1000 V
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Two hands T telescopic ratchet cable cutter NZ

for Cu and Al conduotmore-sdblecutti ng with one
for cables in rubber / plastic insulation or armed with iron.

not suitable for steel wires and wicker ropes

hardened blades with microsection

clean and easy cuts without bends

low effort required as a result of the good transmission ratio and ideal blades6 g e o me
convenient ratchet mechanism

openinig possibility during each operation stage

can be used in the case of small working areas

transport bag in set

Tool Type Max cutting diameter Length Weight
Nz-41 NZ-41 D=50mm 380 mm 1300 g
NZ-75 NZ-75 D=75 mm ( 3 x 120 mm] ) 430 mm 3700 g
NZ-101 NZ-101 D=90mm 480 mm 6300 g

* no telescopic arms

Two hands T telescopic ratchet cable cutter HRES

for Cu and Al condvuotmore-sdblecxutti ng w
for cables in rubber / plastic insulation or armed with iron.

not suitable for steel wires and wicker ropes

hardened blades with microsection

clean and easy cuts without bends

|l ow effort required as a result of tnhne good transmission
convenient ratchet mechanism

openinig possibility during each operation stage

can be used in the case of small working areas

arms made off steel tube

Tool Type Max cutting diameter Length Weight
HRES-32 HRS-32 D=32mm 410 mm 1100 g
HRES-60 HRS-60 D=60mm 720 mm 5400 g
HRES-100 HRS-100 D=100mm 870 mm 71009

Ratchet cable cutter KT

ultra light and moulded cable cutter.

for Cu and Al c o n d u-otnore-cdbles u 1
not suitable for steel wires and wicker ropes

clean and easy cuts without bends

|l ow effort required as a result of the good transmission
convenient ratchet mechanism

openinig possibility during each operation stage
can be used in the case of small working areas
all the steel parts hardened

Tool Max cutting Telecomunication CU/AL CU/AL Length Weight
diameter cables sector multi cables
KT-34 D=34mm 240 mm] 185 mm] 300 mm] 250 mm 90049
KT-42* D=42mm 300 mm] 300 mm] 300 mm] 250 mm 1000 g
KT-45 D=45mm 300 mm] 300 mm] 300 mm] 250 mm 11009
KT-52 D=52mm 480 mm] 400 mm|] 500 mm] 325 mm 1200 g
KT-62 D=62mm 750 mm] 750 mm] 750 mm] 410 mm 2000 g
KT-62-HD* D=62mm 750 mm] 750 mm] 750 mm]| 410 mm 22009
KT-80* D=80mm 1000 mmPOOO mMmmPLOOO mmj 610 mm 300049
* cutting of cables with thin blindage of steel sheet
Mechancal PCV cutter PMU
- especially designed for PCV tubes cutting
- hardened blades with microsection
- work without efford \
Tool Max cutting Material Length Weight
diameter
PMU-25 D=25mm PVC 200 mm 21049
PMU-32 D=32mm PVC 210 mm 15049
PMU-42* D=42mm PVC 185 mm 26049

* ratchet
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Mechanical cutters for cables and ropes

One hand i mechanical ratchet cable cutter open version RSO

clean and easy cuts

designed for elastic ropes cutting
hardened blades with microsection

without bends

-low effort required as a result of the good transmission ratio a
- convenient ratchet mechanism
- openinig possibility during each operation stage
- can be used in the case of small working areas
- bl ad e éreturmta staoting position )
Tool Max cutting diameter Length Weight
RS0-13 D=13mm 285 mm 0.8 kg
Ratchetr opes 6 RSutt er
- designed for elastic ropes cutting
- also suitable for cables in thin iron cover
- clean and easy cuts without bends G
- convenient ratchet mechanism u;
- openinig possibility during each operation stage >
H 1 vy
- can be used in the case of small working areas ,
-l ower effort required as a result of the od transmission ratio
Tool Max cutting diameter Length Weight
RS-13 D=13mm 160 mm 0,7 kg
RS-16 D=16mm 290 mm 1,0 kg
Two hands ratchet cutter for ropes HRS
- designed for elastic ropes cutting —
- also suitable for cables in thin iron cover
- clean and easy cuts without bends
- convenient ratchet mechanism
- openinig possibility during each operation stage —
- can be used in the case of small working areas
-l ow effort required as a result of the good transmission ratio a
- arms made of steel tube
Tool Max cutting diameter Length Weight
HRS-13 D=13mm 410 mm 1,3 kg
HRS-26 D=26mm 635 mm 4,0 kg

Hand ropeskbiNX cutter

- designed for elastic ropes cutting
- hardened blades with microsection

.
-

Tool Rope Cu + Al. Rod Weight
K-9561150 3 mm - - 0,7 kg
K-9561160 6 mm 10 mm] 4 mm 1,0kag
K-9571445 10 mm 95 mm)] 7 mm 0.7 kg
K-9571600 14 mm 150 mm] 9 mm 1,0 kg
K-9577600-1000V 14 mm 150 mm] 9 mm 0,7 kg
K-9581600 16mm 150 mm] 10 mm 1,0 kg
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Hydraulic cable cutters . »

Manual hydraulic cutter HS 25,26

(0]
(0]
(o]

leight compact construction

rotary cutting head with clack-closureand bl adebs dri vi

automatic pneumatic return valve 1 -
cutting head: opened, rotary- 1 8 0 A
cutting power: 60 kN
working pressure: 700 bar (70 MPa)

max cutting diameter: max. cabel thickness D=25mm, e.g. ACSR, Al/ steel rope

In set: manual hydraulic cutter along with transport cover
Tool Max cutting diameter Cutting power Length Weight
HS-25 D=25 mm, single piston 60 kN 425 mm 4,0 kg
HS-26 D=25 mm, double piston 60 kN 430 mm 4,2 kg

Manual hydraulic cutters HS-45, NHP

o leight compact construction
0 rotary cutting head withclack-c | osur e and bl adeods driv
0  automatic pneumatic return valve
0  break possibility during each operation stage
cutting head: opened, rotary- 1 8 0 A :
cutting power: 60 kN
working pressure: 700 bar (70 MPa)
max cutting diameter: max. cabel thickness D=45mm, e.g. ACSR, Al / steel rope
In set: manual hydraulic cutter along with transport cover ' |
( NHP-40A, NHP-42 )i deliverde with case
Tool Max cutting diameter Cutting power Length Weight
HS-45 D=45mm 60 kN 650 mm 5.8 kg
NHP-40A D=40mm 60 kN 550 mm 5,0 kg
NHP-42 D=45mm 60 kN 560 mm 5,0 kg
Manual hydraulic cutters HS-55 and NHP-52A
o0 leight compact construction
0 rotary cutting head withclack-c | osur e and bl adeods driv
0 automatic pneumatic return valve
0  break possibility during each operation stage
cutting head: opened, rotary- 1 8 0 A 4 £
cutting power: 60 kKN
working pressure: 700 bar (70 MPa)
max cutting diameter: max. cabel thickness D=45mm,e.g 4 x 150 mm}
In set: manual hydraulic cutter along with transport cover '
(NHP-52A) i deliverde with case
Tool Max cutting diameter Cutting power Length Weight
HS-55 D=55mm 43 kKN 560 mm 3,7 kg
NHP-52A D=50mm 80 kN 620 mm 6,7 kg

Manual hydraulic cutter with double speed HS-85

o light compact construction
o rotary cutting head withclack-c | osur e and bl adebs driving
0  automatic pneumatic return valve
o0  break possibility during each operation stage
cutting head: opened, rotary- 1 8 0 A
cutting power: 60 kN
working pressure: 700 bar (70 MPa)
max cutting diameter: max. cabel thickness D=85mm,e. g4 x 240 mm|] NYY
In set: manual hydraulic cutter along with transport cover
Tool Max cutting diameter Cutting power Length Weight
HS-85 D=85mm 60 kN 560 mm 6.5 kg
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Hydraulic cutting head S-25

o the head can be connected to pumps with working pressure to 700

bars .
o head withclack-c| osur e and bl adebds driving
0  quick connection system

working pressure: 700 bar (70 MPa)
max cutting diameter: max. cabel thickness D=25mm
e.g . ACSR, Al/steel rope
300/50, 305/ 40, 340/ 30 mmj

In set: Cutting head

Accesories: Transport bag (sold separately)
Tool Max cutting diameter Cutting power Length Weight
S-25 D=25mm 55 kN 280 mm 2,1 kg

Hydraulic cutting heads S-45 /HGT-40B

0 the head can be connected to pumps with working pressure from 700 to 850 bars .
o head withclackc | osure and bl adebds driving
0  quick connection system

working pressure: 700 bar (70 MPa) or 850 (85 MPa)
max cutting diameter: max. cabel thickness D=45mm
e.g. ACSR, Al/steel 1055/45mm|

In set: Cutting head

Accesories: Transport bag (sold separately)
Tool Max cutting diameter Cutting power Length Weight
S-45 D=45mm 60 kN 300 mm 4,2 kg
HGT-40B* + case D=40mm 80 kN 320 mm 3,6 kg

* compatible only with pumps : FP-800, PHE-800

Hydraulic cutting heads S-55/ HGT-50B

0  max. cabel thickness D=45mm
0 heads can be connected to hydraulic pumps with working pressure from 700 to 850 bars .
o head withclack-c| osur e and bl adebds driving
0  quick connection system
working pressure: 700 bar (70 MPa) or 850 (85 MPa)
max cutting diameter: max. cabel thickness D=55mm, e.g 4x150mm o
In set: Cutting head
Accesories: Transport bag (sold separately)
Tool Max cutting diameter Cutting power Length Weight
S-55 D=55mm 43 kN 300 mm 3.0kg
HGT-50B* + case D=50mm 100 kN 634 mm 6,1 kg
* compatible only with pumps: FP-800, PHE-800
Hydraulic cutting heads S-85/ HGT-85,100B
0 max. cabel thickness D=85mm
0 heads can be connected to hydraulic pumps with working pressure from 700 to 850 bars .
o head withclack-c| osure and bl adeds driving
0  quick connection system
working pressure: 700 bar (70 MPa) or 850 (85 MPa)
max cutting diameter: max. cabel thickness D=85mm,e.g 4x240mm
In set: Cutting head -
Accesories: Transport bag (sold separately) t)
Tool Max cutting diameter Cutting power Length Weight
S-85 D=85mm 60 kN 405 mm 5.0kg
HGT-85B* + case D=70mm 55 kN 456 mm 8,2 kg
HGT-100B* + case D=80mm 55 kN 515 mm 8,7 kg

* compatible only with pumps: FP-800, PHE-800
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Hydraulic cutting head S-95

0 head can be connected to hydraulic pumps with working pressure from 700 to 850 bars .

0  compact construction

o0 suitable for soft armed cables

0  quick connection system
working pressure: 700 bar (70 MPa) or 850 (85 MPa)
max cutting diameter: max. cabel thickness D=95mm

eg4x240 mmj

In set: Cutting head
Accesories: Transport bag (sold separately)

Tool Max cutting diameter Cutting power Length Weight

S-95 D=95mm 130 kN 420 mm 9,2 kg

Hydraulic cutting head S-120

0 head can be connected to hydraulic pumps with working pressure from 700 to 850 bars .
0  compact construction
o  suitable for armed cables
0 quick connection system with hood
working pressure: 700 bar (70 MPa) or 850 (85 MPa)
max cutting diameter: max. cabel thickness D=120mm
e.g. 4x240 mmj
In set: Cutting head
Accesories: Transport truck
(sold separately)
Tool Max cutting diameter Cutting power Length Weight
S-120 D=120mm 100 kN 530 mm 9,6 kg
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Hydraulic battery cutting tools

Hydraulic battery cable cutter - 15

o light compact construction
o forrope cutting Al/steel to D=15mm
o for cooper pdX=3Iddmmd cutting t
o rotary head
0  automatic pneumatic return valve
o  manual operation breaking possibility during each operation stage
cutting head : rotary cutter- 3 3 0 A
cuting power: 25 kN
cutting time: 4 sek
max cutting diameter: max. cabel thickness D=20mm,
battery: 9,6 Volt / 2,0 Ah NiMH (RAM-2)
loading time: 40 minutes (standard battery-charger)
15 minutes ( fast battery-charger)
In set: battery cutter with 1 battery,
battery-charger and transport case
Tool Max cutting diameter Cutting power Weight
AS-20 D=15mm 25 kN 1,9kg

Hydraulic battery cable cutter - 32

o light compact construction
o forrope cutting Al/steel to D=15mm
o rotary head
0  automatic pneumatic return valve
0  manual operation breaking possibility during each operation stage
cutting head : rotary cutter- 3 3 0 A
cuting power: 15 kN
cutting time: 4 sek
max cutting diameter: max. multi cabel conductor thickness D=32mm, e.g:
4x50mmj
max. single cabel conductor thickness D=14mm
np: 1x50mm]j
battery: 9,6 Volt / 2,0 Ah NiMH (RAM-2)
loading time: 40 minutes (standard battery-charger)
15 minutes ( fast battery-charger)
In set: battery cutter with 1 battery,
battery-charger and transport case
Tool Max cutting diameter Cutting power Length Weight
AS-32 D=32mm 15 kN 320 mm 1,8 kg

Hydraulic battery cutter - 25

o light compact construction
o rotary cutting head withclack-c | osur e and bl adeb6s d
0  automatic pneumatic return valve
0 manual operation breaking possibility during each operation stage
cutting head : opened, rotary- 1 8 0 A
cuting power: 60 kN
working pressure: 700 bar (70 MPa)
max cutting diameter: max. gruboSi kabla D=25mm
battery: 12,0 Volt/ 2,2 Ah NiMH
loading time:: 60 minutes (standard battery-charger)
25 minutes ( fast battery-charger)
In set: battery cutter with 1 battery,
Accesories: standard battery-charger and transport case
Tool Max cutting diameter Cutting power Length Weight
AS-25-12 D=25mm, one speed 55 kN 320 mm 3.8kg
AS-25-14 D=25mm, two speeds 55 kN 350 mm 4,5 kg
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Mechanic cutting shoe for battery devices - 48

o cablesd EuBBi mgm to

0  especially good cutting of round diameters

o connecting shaft 10 mm matches for all battery drills/screwdrivers i
possibility of using existing devices

0  cuting power depends on propellant device

0  drive: mechanic

In set: cutting shoe with transport case
(without drill/screwdriver)

Tool Max cutting diameter Cutting power Length Weight
AS-38 48 mm 2,5kg

Hydraulic battery cutter ASi 40

0  two speeds
0  pressure automatic valve return
0  operation breaking possibility during each operation stage
0 battery load indicator
o rotary head with withclack-c | osur e and bl adebds driving
o0 ergonomic shape and balanced construction make one hand opperation possible
0  pressure control possibility on manometer
0  easy motor brush changing system
cutting head: opened, rotary- 1 8 0 A
cutting power: 55 kN
working pressure: 700 bar (70 MPa)
max cutting diameter: max. cable thickness D=45mm
e.g ACSR, Al/steel rope 1055/ 45 mm|
battery: 14,4 Volt/ 3,0 Ah NiMH
loading time: 70 minutes (standard battery-charger)
30 minutes (fast battery-charger)
In set battery cutter with 1 battery,
standard battery-charger and transport case
Tool Max cutting diameter Cutting power Length Weight
AS-40-14 D=40mm 55 kN 485 mm 5,8 kg
AS-45-14 D=45mm 55 kN 485 mm 5,8 kg

Hydraulic battery cutter ENCi 40

0  pressure automatic valve return
0  operation breaking possibility during each operation stage
o rotary head with withclack-c | osur e and bl adeb6s driving
o ergonomic shape and balanced construction make one hand opperation possible
0  easy motor brush changing system
cutting head: opened, rotary- 1 8 0 A
cutting power: 60kN ‘ )
working pressure: 700 bar (70 MPa)
max cutting diameter: max. cable thickness D=45mm
battery: 12 Volt / 2,5 Ah NiMH
loading time: 70 minutes (standard battery-charger)
In set battery cutter with 1 battery,
standard battery-charger and transport case
Tool Max cutting diameter Cutting power Length Weight
ENC-45 D=45mm 60 kN 485 mm 5.3 kg

www.energotytan.pl, biuro@energotytan.pl 12
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Mechanic battery cutter REC- 50

cablesé lcus@imm to
especially good cutting of round diameters
about 70 cuts on one battery loading
safer work with emergency lever
well-made, damages resistance

cuting diameter: do 50 mm

power: 25 kN

weight: 2,8 kg (with battery)

length: 105 mm

drive : mechanic

OO0OO0OO0OO0OO0OO0OO0OO0OO

In set battery cutter with 1 battery,
standard battery-charger and transport case

Tool Max cutting diameter Power Weight
REC- 50 50 mm 25 kN 2.8 kg

Hydraul ic battery-50cab-I/g=m&c“) cutter AS

o opened head, rotary3 6 0 A
o two working speeds b \
o for Cuand Al cables = ?
0  max. diameter: to 50 mm t%@
o  power: 50 kN 'y
o  weight: 6,3 kg (with battery) h
o  drive : hydraulic
o
In set battery cutter with 1 battery,
standard battery-charger and transport case
Tool Max cutting diameter Power Weight
AS-50-12 50 mm 50 kN 6,3 kg

Hydraulic battery cutter AS-55

o0  two working speeds

0  pressure automatic valve return

0 operation breaking possibility during each operation stage

0 battery load indicator N

o rotary head with withclack-c | osur e and bl adeod6s dr ™

o0 ergonomic shape and balanced construction make one hand opperation possible

0  pressure control possibility on manometer

0O easy motor6s brush changing system
cutting head: opened, rotary- 1 8 0 A
cutting power: 43 kN
working pressure: 700 bar (70 MPa)
max cutting diameter: max.c abl eds D¥h5mmk nes s

e.g. 4x150 mm
battery: 14,4 Volt/ 3,0 Ah NiMH
loading time: 70 minutes (standard battery-charger)
30 minutes (fast battery-charger)
In set battery cutter with 1 battery
Acessories : leader and case (sold separatelly)
Tool Max cutting diameter Cutting power Length Weight
AS-55-14 D=55mm 43 kN 505 mm 6.2 kg
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Hydraulic battery cutter AS-85

o  two working speeds

0  pressure automatic valve return
0  operation breaking possibility during each operation stage
o0 battery load indicator
o rotary head with withclack-c | osur e and bl ade6s
o ergonomic shape and balanced construction make one hand opperation possible
0  pressure control possibility on manometer
o easy motords brush changing system
cutting head: opened, rotary - 1 8 0 A
cutting power: 55 kN
working pressure: 700 bar (70 MPa)
max cutting diameter: max. cabl e®s8mmMmi ckness
e.g 3x240+1x95mm or 1x630mm
battery: 14,4 Volt/ 3,0 Ah NiMH
loading time: 70 minutes (standard battery-charger)
30 minutes (fast battery-charger)
In set battery cutter with 1 battery,
standard battery-charger and transport case
Tool Max cutting diameter Cutting power Length Weight
AS-85-14 D=85mm 55 kN 575 mm 9.4 kg
Hydraulic battery cutter AS-85-12
0 opened, rotary cuttinghead 3 6 0 A
o0  two working speeds
o for CuandAlcables
o0 max. cabl e:@s8dimamet er
o  power: 60 kN
o  weigth: 7,4 kg (z akumulatorem)
o0 drive : hydraulic
In set battery cutter with 1 battery,
standard battery-charger and transport case
Tool Max cutting diameter Cutting power Weight
AS-85-12 85 mm 60 kKN 7,4 kg
www.energotytan.pl, biuro@energotytan.pl 14
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Safety cutting appliances

These safety cutting appliances are admissible according to DIN EN 50110-1

(VDE 0105 P a.rThey dre ued Br.cattinglpw-voltage cables and

middle-voltage cables up to 30 kV. They are checked according to DIN 50340

(VDEQG82 part 661).

There is no danger for the user if he cut a cable which is under tension by

a mistake.

The 10,5 meter long special high-pressure hose, which connects the pump with

the cutting head, guarantees the highest safety by its insulating ability. A check

of the cutting process is made by watching at the manometer at the pump ~o
because you can not see the cutting head at cutting a cable as a rule. Several
times it is well-tried with mains voltage.

All appliances consists of:

- Hydraulic scissors with a 10,5 meter high-pressure hose, with leak-free
coupling.

- Double piston pump on a foot-stand, with foot-operating lever.

- transport case

- Earth bond, ground electrode with 900 mm CU-cable

- Ready for operating. Filled up with insulated special-oil.

Tool Type Max cutting diameter Power Weight
INH-85 cutter D=85mm 60 KN 26,0 kg
INH-95-S scissors D=95mm 130 kN 31,0kg
INH-120 cutter D=120 mm 100 kN 30,0 kg

Instead of foot pump above sets can be equipped with battery pump AP-2-25-
SSA. It has Li-On battery with tension 25,2 V and capacity from 3,3 Ah to 8,8 Ah.

Tool Type Max cutting diameter Power Weight
INH-85-A gilotyna D=85mm 60 KN 26,0 kg
INH-95-S-A noUyce D=95mm 130 kN 31,0 kg
INH-120-A gilotyna D=120 mm 100 kN 30,0 kg

Heat-protective covers

Heat-protective covers for the covering of a cutting place at the check of the tension-freedom at a safety
cutting appliance (different sizes)

The cover protects you against the effects of the arc. This means heat-radiation, blinding and around
flying pieces.

constant tempaérhottuerem1tld 0JAZ00 AC

arc (10.000kV)dur i ng ocut evhioh is onded tension

Mark Dimension mm

NO-1 180x360

NO-2 450x600

NO-3 900x1200

NO-4 900x1800

NO-5 1800x1800

NO-6 1800x3600
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Recycling Cable Cutter

Cable cutter with double acting cylinder - R

The ideal cutter for mobile application on junk yards, construction sites or in buildings.
Can also be used for cutting work under water.

Precise thumb operation in any working position through unique star grip valve.
Regrind able blades.

Can be optionally equipped with blades in different shapes

Complete with 3m hose pair with quick couplers for connection

Model Opening Cable diameter Power at 500 bars Weight
R-100 102 mm to 80 mm 195 kN 9,7 kg
R-125 125 mm to 100 mm 270 kN 13.8 kg
R-132 132 mm to 100 mm 689 KN 23,5 kg
R-150 150 mm to 120 mm 270 kN 15,0 kg
S-180 180 mm to 140 mm 680 kN 19,2 kg
R-230

Hydraulic pump for devices with double acting
cylinder

o ideal for long work due to capacious oil reservoir

o  powerful two-stage motor pump.

0  operating pressure 500 bar

o0  voltage: 230 Volt
Pump Working pressure Power Oil capacity Weight
R-230V 500 bar 1500 Watt 751 44,5 kg
R-400V 500 bar 1500 Watt 751 44,5 kg

Transport trolley for R-230

0 Stable stand for R-230hydraulic pump mounting, along with 5 meters hydraulic hose
and two cutting heads.

Type
R-TW
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Hydraulic and hydraulic battery cutter for wire and armed rods

Below cutters can be used for reinforcement rods cutting with hexagonal, round, square and rectangular diameter.
They are applied on building sites, steel warehouses and ferroconcrete prefabrication plants.

The biggest t dsedsptmnspodation nandeepatrical suppling with 230 V.
Two blades made of special resistant steel make 6 000 cuttings possible and their change only consists on two screws
opening.

The cutter characterizes with silent and safer work than flex (without scraps and sparks).
Moreover, the rod can be tightened to make the cut more precise.

Cutting speed: 3,071 4,0 sek

Type Diameter Kind
ENC-16 16 mm El-hydraulic
ENC-19 19 mm El-hydraulic
ENC-22 22 mm El-hydraulic
ENC-25 25 mm El-hydraulic
N-16,19,22,25 Changeable blades

W-16,19,22,25 Case

NHG-12A 4-10 mm hydraulic
NHG-16A 4-12 mm hydraulic
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MANUAL CRIMPING
TOOLS
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